®
REISSER
Standards
Characteristics « German manufactured to DIN IS0-9001

with SDS - MAX shank

* Advanced forging technology with custom-made inductive Packaging
heating guaranteeing precision-formed tools.
- on individual hangers or loose in bulk
* Hardening and tempering processed in a fully automated salt- o
bath hardeing machine GUARANTEEING uniform heat treatment. Appllcatlon

» Shot-blasting process at end of manufacture giving additional * For continuous heal;’Y :“W W°'kli“
finish and protection by creating a harder and denser surface c°,'t‘;'§tl;2_';‘na‘\s)‘(":y' HICKOF na‘tur1ao|s(tone
and improving stress resistance. L ammers up to 10Kg.

SDS MAX

18mm
Blade Overall Product List Price Product Quantit List Price
Description Size Length Code (singles) code per bulz Each (bulk)
(mm) (mm) (singles) £ (bulk box) box £
Point 280 139728 18.14 139728BP20 20 11.60
Point 400 139729 21.50 1397298P20 20 13.25
Point 600 139730 25.74 1397308P14 14 18.80
Flat 24 280 139731 18.14 139731BP20 20 11.60
— Flat 24 400 139732 21.50 1397328P20 20 13.25
Flat 24 600 139733 25.74 1397338P14 14 18.80
I——N/- ]g spade/cold | 50 360 139735 3964 | 1397358P15 15 24.47
g Spade/cold | 80 300 139736 39.96 139736BP20 20 26.20
= Spade/cold | 115 350 139737 82.70 1397378P12 12 55.00
EE
Hollow Gouge | 26 300 139734 39.62 139734BP20 20 26.20
Cranked Gouge | 32 300 139738 51.54 139738BP20 20 39.80
(channel chisel)
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